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Standard-Schwimmerschalter 

Typbezeichnung MAS-ANL BFL70 0490 Artikelnummer 6871200033 
 
 

Schaltfunktion bei fallendem Niveau 
Wiederstandswerte bei 

 

  407mm – 427mm = 0,0  
387mm – 407mm = 3,9  
367mm – 387mm = 7,8  
347mm – 367mm = 11,7  
327mm – 347mm = 15,6  
307mm – 327mm = 19,5  
287mm – 307mm = 23,4  
267mm – 287mm = 27,3  
247mm – 267mm = 31,2  
227mm – 247mm = 35,1  
207mm – 227mm = 39,0  
187mm – 207mm = 42,9  
167mm – 187mm = 46,8  
147mm – 167mm = 50,7  
127mm – 147mm = 54,6  
107mm – 127mm = 58,5  
87mm – 107mm = 62,4  
67mm – 87mm = 66,3  
47mm – 67mm = 70,2  
27mm – 47mm = 74,1  
0mm – 27mm =   

 
 

 

 

 
 

Anschlußschema 
 

 

 

Do you have any specific requests? 

Then contact us!

New quasi-analogue float switches 
from BERNSTEIN
BERNSTEIN is expanding its range of non-contact float switches with models with output signals 
proportional to the filling level. The analogue float switches offer an ideal supplement to the switching 
float switches by enabling a continuous position sensing of the medium. 
This technology can be integrated in the extensive modular system range of standard float switches.

Continuous monitoring of the filling level:

 Resistance signal proportional to the filling level 
 positioned at 20 mm intervals 
 - Additional switching points are possible

 Reproducibility of switching points +/- 0.05 mm

 Electrical adjustment to evaluation electronics

 Measuring range up to 400 mm with variable overall lengths

 Can be integrated in the complete standard float switches range 
 - Diverse connection variants 
 - Stainless steel, brass and PVC pipes 
 - NBR floats

Wiring diagramm Output signal

Distance [mm]
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Switch systems –  
Economy meets safety

Sensor systems –  
Compact intelligence

Enclosure systems –  
Function and design 

Contact

International Headquarter 
BERNSTEIN AG
Hans-Bernstein-Str. 1
32457 Porta Westfalica
Phone +49 571 793-0
Fax +49 571 793-555
info@de.bernstein.eu
www.bernstein.eu 

Denmark 
BERNSTEIN A/S
Phone +45 7020 0522
Fax +45 7020 0177
info@dk.bernstein.eu

 

Austria 
BERNSTEIN GmbH
Phone +43 2256 62070-0
Fax +43 2256 62618
info@at.bernstein.eu

Switzerland 
BERNSTEIN (Schweiz) AG
Phone +41 44 775 71-71
Fax +41 44 775 71-72
info@ch.bernstein.eu

Hungary 
BERNSTEIN Kft.
Phone +36 1 4342295
Fax +36 1 4342299
info@hu.bernstein.eu

 

France 
BERNSTEIN S.A.R.L.
Phone +33 1 64 66 32 50
Fax +33 1 64 66 10 02
info@fr.bernstein.eu 

Italy  
BERNSTEIN S.r.l.
Phone +39 035 4549037
Fax +39 035 4549647
info@it.bernstein.eu

United Kingdom 
BERNSTEIN Ltd
Phone +44 1922 744999
Fax +44 1922 457555
info@uk.bernstein.eu

China   
BERNSTEIN Safe Solutions
(Taicang) Co., Ltd.
Phone +86 512 81608180
Fax +86 512 81608181
info@bernstein-safesolutions.cn


